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Abstract

Method: The Clothespin Relocation Test has been adapted from an arm training tool to create an instrument to

measure hand function. It is based on the time to move three clothespins from a horizontal to a vertical bar, and

back. To be generally useful, the measures need to have their psychometric properties investigated. This paper measures

the characteristics of an able-bodied population to gain an understanding of the underlying statistical properties of the

test, in order that it can then be used to compare with different subject groups. Fifty adults (29 males, 21 females, mean

age 31) were tested with five runs of three clothespins moved up and then down. Ten subjects returned twice more to

observe repeatability.

Results: There was a non-Gaussian range of times, from 2.5 to 7.37 s. Mean time for Up was 4.1 s, and was 4.0 s for

Down, with a skew towards the faster times of 0.57 for Up and 0.97 for Down. Over the three sessions there was a small

(not significant) increase in speed 4.1� 0.5 s first run Down to 3.5� 0.4 s for third.

Conclusion: These initial tests confirm that it has potential to be used as a measurement of the performance of arm

movement.
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Introduction

A critical consideration when developing a new pros-
thesis is to be able to show that the new design makes a
difference to the functional capabilities of the wearer.
Without this, the innovation’s merit is undemonstrated.
Historically, there were few useful tools able to perform
this assessment. Since the launch of the TouchBionics
iLimb in 2007, the need to demonstrate improvement
has become more pressing, as increasingly sophisticated
prosthetic limbs have been introduced.

There are different stakeholders who find the meas-
urement of the functional capability of an operator and
of a prosthetic limb valuable. It is necessary for the
clinical team to assess if the prescription is suitable
and effective for the patient. It is also useful for the
payer of the service to ensure the best use of scarce
resource is being made. It is also essential to provide
information to the designer of prosthetic limbs. So they
can understand how functional the current and future

designs of prostheses are1,2 and see the influence that
the control strategy can have on the performance of the
prosthesis.3,4

The need to measure the functional impact of a pros-
thetic device, training method or intervention is now
recognised as part of any objective treatment.5 In
recent years, the requirement for tests that are objective
and have sufficient psychometric merit has become the
only acceptable approach for the majority of investiga-
tions. The barrier to greater or broader measurement
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has been the absence of the appropriate tests with the
sufficient psychometric properties. At the turn of the
21st century, upper limb prosthetics was seen to be
lacking such tools,5 thus the Upper Limb Prosthetics
Outcome Measures group (ULPOM) was formed to
address this problem.6 It was observed that individuals
created their own measurements and different profes-
sions place different meanings on similar words. The
ULPOM aimed to create standardisation of measure-
ment and of the language used to describe the results.
The group’s ultimate aim was to be able to recommend
a set of validated tools and a language that would allow
simple exchange of information between centres and
countries. The first phase of operation was to perform
a systematic survey of the literature identifying those
tools that already existed and judged if the test had the
psychometric merit to recommend their use to the pro-
fession.7 Any measurement device that was validated by
a third party could be seen as being assessed with
greater objectivity. The result of this work is a consist-
ent terminology and understanding of the way to meas-
ure outcomes, and a set of tools available to be chosen
by the practitioner in response to their local circum-
stance while allowing clear communication between
centres and professions.

The team also identified those measures which only
needed limited further testing to achieve the goal of
adequate psychometric properties. A number of pro-
jects to validate these existing tools are ongoing.1,8–10

Finally, the ULPOM process also revealed the areas
where tools were currently lacking and identifying the
gaps where new measures need to be developed. This
process too is beginning to take place.11

This study addresses the middle category of adapting
existing tools to improve their potential. Wright12

noted that it can take up to a decade to create and
fully validate a new tool. This delay is partly because
any study must assess the validity of the measure.13 To
allow this to happen it has to be tested on a sufficient
number of subjects to give the conclusions statistical
power. In a small field such as upper limb prosthetics,
this can take some time. Means to accelerate the task is
to use an existing tool. A second option is to combine
data from multiple centres.

Prior to any analysis of the statistics of a particular
patient group it is important to establish the statistical
nature of the general population, so that statistical com-
parisons with a particular patient group can be made.
This paper details such an initial study of the general
population using the Clothespin Relocation Test (CRT).

Design of a prosthetic assessment tool

The format of any test depends on the information
required. Different tools will be needed for different

applications. The ULPOM adopted the World
Health Organisation-International Classification of
Functioning, Disability and Health domains as a way
to systematise the process.5,14 The Function domain
relates to the basic engineering parameters of a device,
the Activity domain is what the person can do with the
device and Participation is what they actually will use it
for. No tool can thereforemeasure all three domains. The
Clothespin test is broadly in the Activity domain but can
be used partially for the Function domain.

Arm motion is not constrained. It is therefore hard to
compare when operations to perform the same task (e.g.
picking up a knife), if two people use entirely different
strategies. By comparison, walking (gait) is quite well
constrained, and deviation from a limited common
range is a marker of pathology or injury. So gait analysis
is comparatively simple and it is a mature technique.15

The most effective way to generate assessment data for
arm motion that can be easily understood and analysed,
in a similar way to gait, is to limit the motions to simpler
operations.16,17 The results do not capture real-life appli-
cations, but they work in the Activity domain. To obtain
information in the Participation domain would need dif-
ferent analysis tools.18 There are other areas of interest to
designers of advanced prosthetic systems such as the cog-
nitive load required to operate the device,3,19 this too is
now being explored.

The intended application of a tool influences its
design. A clinical tool needs to be quick to administer
and simple to interpret. This tool has a clinical aim; to
be able to quickly and easily identify ease of use of a
prosthesis and if they need to employ compensation
strategies to overcome the limitations of the device.20

Compensations are often used with prostheses, the user
often adopts an easier strategy with their own natural
joints, rather than complex switching of active pros-
thetic axes, this needs to be clearly observed so that
any innovation in design or control that reduces the
compensations can be objectively recorded.

Clothespin Relocation Test

The Clothespin Relocation Test (CRT) is an estab-
lished tool for training upper limb dexterity. It is
employed in many areas of Occupational Therapy. In
order to assist in the training and study of advanced
prostheses and their control systems, Stubblefield and
colleagues at the Rehabilitation Institute of Chicago
took the CRT and standardised its execution, to
allow it to be used as a tool for assessment.1 At the
time of the ULPOM survey, no data on its use as
assessment tool had yet to be published, thus it was
not included in the study. However as the originating
team had already standardised the tool, it was simple to
adopt it and begin the process of validation.
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The CRT is a very simple task: Using a Rolyan
Graded Pinch Exerciser system, the subject removes
clothespins, one at a time, from a horizontal bar and
places them on a vertical bar (and vice versa). As a
training tool it is useful as it allows the subject to per-
form repeated coordinated reach and grasp motions
along with moving the arm in space to reorient the
clothespin. The operation can involve all of the joints
of the arm from the shoulder, as well as needing preci-
sion to locate the clothespins over the bar and release it.
For employment in exo-prosthetics, the test is particu-
larly effective as the subject needs to rotate the clothes-
pin through 90� before placing it on the other bar. They
need to use more than one joint to achieve this. If they
employ compensations, using the more proximal joints,
this is very clear to both the observer and the subject.21

So if the subject chooses to use shoulder abduction or
adduction to rotate the clothespin rather than a wrist
rotator, this motion becomes easily apparent to subject
and observer alike.

A virtual version of the CRT has been used in testing
for EMG pattern recognition systems for a number of
years,22 and more recently it has begun to be used in
physical testing of advanced prostheses systems.4 In
addition, its impact on the body kinematics makes it
a prime candidate for use in measurements based on
motion tracking.21,23

So far, the basic measurements of the characteristics
of the test have not been reported and comparisons
have been limited to the same subjects and multiple
conditions (individuals testing myoelectric control-
lers).24 This study performs the fundamental study to
look at the statistical characteristics of an unimpaired
population. Only with this information available
can future studies comparing different impairments
be made.

Given that there are limits on the speed and accuracy
that humans can move, it was anticipated that the times
of the subjects tested would not be normally distribu-
ted. It was expected that there would be a minimum
time under which the tasks could not be performed
and a much longer tail towards the slower times.

Method

Fifty persons with a range of ages, across both genders,
but with the same handedness, were recruited (ethical
permission given, UNB REB 2013-132) and demo-
graphics given in Table 1. Each subject was briefed
and shown the task by the experimenter. Using a
Rolyan Graded Pinch Exerciser system three clothes-
pins were moved from the horizontal to the vertical bar
and vice versa. The time to complete a run Up, or
Down, was recorded by the subject pressing the
button to start and stop a timer with the hand under

test. Once they had practiced with one set of three
clothespins they were then asked to perform Up
and Down tasks separately, (clothespin order not stan-
dardised), with the experimenter resetting the clothes-
pins between runs. The complete test was timed for
three pins Up and three Down, for five complete
cycles (10 instances). Ten subjects were asked to
return on two subsequent days and performed the test
a second and third time, to allow repeatability to be
assessed.

Each subject stood in front of the exerciser unit and
held the side of the unit with the nontested hand. They
were allowed to move their trunk but not their feet. All
used the same side hand (right, dominant). Full proto-
col is in Appendix 1.

Analysis

Each subject performed the task of moving three pins
Up and Down five times each and so the mean of
the five sets of three runs was calculated. To observe
if the distribution against time was Gaussian the skew
of the distributions was calculated.

To assess the repeatability of the test, paired
Student’s t-tests were performed on the raw data for
each of the 10 subjects. The different times for the
pegs Up and pegs Down condition were compared
using the Student’s t-test (Bonferroni correction
applied).

Results

Table 2 summarises the results and the distributions are
shown in Figures 1 and 2. The form of the distribution

Table 2. Mean results of five runs in both directions for 50

individuals. Both distributions show anticipated deviation from

Gaussian towards the faster times.

Up Down

Mean (s) 4.08 4.02

Standard deviation 0.67 0.73

Max (s) 6.88 7.37

Min (s) 2.75 2.50

Skew 0.57 0.97

Table 1. Characteristics of the subject population.

Maximum age was 63 years, minimum 20.

Gender Number Mean age �

Males 29 31 12

Females 21 31 9
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of times both are slightly skewed towards the
faster times. The mean and minimum time for the Up
pins being slightly slower than the Down times,
although the two distributions are not statistically dis-
tinct (Student’s t-test, Bonferroni correction applied).

With the repeated sessions group, the subjects
became faster with each session, but there was no stat-
istical difference between successive sessions (Student’s
t-test) (Figure 3).

Discussion

This is the first step in producing a validated version of
the Clothespin Relocation Test. It is important to
establish the nature of the statistics of the general popu-
lation before any other conditions are tested. With this
information the validation of the tool for other condi-
tions such as stroke, rheumatoid or osteoarthritis can
commence.
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Figure 2. Distribution of Down times for use of the CRT for 50 adult subjects using their dominant hand. Results are the mean of

five runs. Similarly to the times to move the pins Up there is an upper limit for the times and longer distribution of the slower times.

The Down times show a greater skew towards the faster times.
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Figure 1. Distribution of Up times for use of the CRT for 50 adult subjects using their dominant hand. Results are the mean of five

runs. It indicates that there is an upper limit for the times and longer distribution of the slower times.
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The results suggest that it can be used as a test,
repeated over time to monitor changes in performance
or for comparisons of prosthesis design including control
strategies. As anticipated, the recorded times lie in a non-
Gaussian distribution. There is a skew towards the faster
times. There is likely to be a physical limit on the faster
times that does not influence the slower operations.When
a modified version of the CRT (with a standardised pin
order for motion analysis) was used with four prosthesis
users the times were longer than the unaffected users. The
combinedUp andDown times were 33.57� 14.71 s, com-
pared with 12.23� 2.83 s for unimpaired subjects. The
users employed a range of different prostheses and
based on the lack of joints to facilitate reaching upwards,
there was a large difference between the times for
placing the clothespins at the top of the vertical bar com-
pared with getting them down to the horizontal bar.25 As
prosthetic technology advances, so must the tools for
determining their efficacy. New outcome measures for
evaluating functional improvements are already being
developed26–28 underlining the need for updated outcome
measures and the limitation on the existing assessment
tools identified previously by ULPOM.

The next stages for this test will be to expand further
the range of ages tested. To enable its use with a specific
condition additional measurements would be required
with a sample of that group. Additionally its criterion
validity can be assessed through measurement along-
side a second validated test. The potential of the tests
to be used with motion analysis is being explored.21,23

For this, the order by which the test is being conducted
is controlled, and the equipment and procedure refined.
This is unlikely to change the character of the test as
the order is the optimum a subject could adopt; it

simply allows direct comparisons between trajectories
to be made.

As this is a simple test it can only measure some
aspects of a person’s functional capabilities; it is how-
ever quick and easy to administer, giving a simple
unambiguous number. It should find a place in the
armamentarium of the Occupational Therapist and
the prosthetics designer.

Conclusion

In order to allow the Rolyan Graded Pinch Exerciser to
be used as a means to measure the functional capabil-
ities of prosthetic users, the general characteristics of
the test have been specified and 50 able-bodied partici-
pants have been measured. The test is repeatable
enough to suggest it is worth further investigation
and characterisation. Its distribution is non-Gaussian
with a skew towards the lower times for able-bodied
subject using their dominant hand.
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Appendix 1

Procedure

Equipment

(1) The Original Rolyan Graded Pinch Exerciser with
red clothespins.

(2) A timer with a large ON/OFF button.

Timing. Timing is performed by the subject. The subject
will start the timer with the hand under tests. The sub-
ject can stop the timer when the clothespin has been
released in place.

Data acquisition. Using The Original Rolyan Graded
Pinch Exerciser:

(1) Up Standing in front of the pinch exerciser with
fixed feet and with the prosthesis (if used) in a neu-
tral position. Measurement is the time to move
three red clothespins from three positions (left,
middle, right) on the middle/medium horizontal
bar to anywhere on the vertical bar.

The clothespins are angled approximately 45�

upwards.
The three clothespins are timed together.
If a clothespin is dropped, task is repeated with the

timer restarted.

(2) Down Standing in front of the pinch exerciser with
fixed feet and with the prosthesis (if used) in a neu-
tral position. Measurement is the time to move
three red clothespins from three positions (top,
middle, bottom) on the vertical bar to anywhere
on the middle horizontal bar.

The clothespins are pointing 45� towards the hand
that is being tested.

The time is measured in the same way.
Data are collected in five sessions, where each ses-

sion consists of moving the three clothespins Up and
Down five times.

Kyberd et al. 7


