Aria LC Method
E:\LCMS Data\2010\January\LCMS0368\LCMS0368.cbt

File Signature
User:
Name:
Access:
Comment:
TimeStamp: 04/01/2010 17:01
Checksum: Not Present

Column 1: Cyclone    Column 2: Hypersil PFP Gold
Loading Solvent A: N/A    Loading Solvent B: N/A    Loading Solvent C: N/A    Loading Solvent D: N/A
Eluting Solvent A: Aqueous formate buffer    Eluting Solvent B: Acetonitrile + 0.1% Formic Acid
Method Comment:
Data Window Start: 15    Data Window Length: 14

Loading Pump Type: Quaternary Pump    Eluting Pump Type: Binary Pump
Plumbing Mode: Focus Mode Technical

Step: 1 Time: 3
StepComment: Empty
ValvePosition: 0
ValvePosition: 0
ValvePosition: 0
Loading Pump:
FlowRate: 0.000    FlowType: Step
%A: 100.0    %B: 0.0    %C: 0.0    %D: 0.0
Eluting Pump:
FlowRate: 0.100    FlowType: Step
%A: 95.0    %B: 5.0    %C: 0.0    %D: 0.0

Step: 2 Time: 87
StepComment: Empty
ValvePosition: 0
ValvePosition: 0
ValvePosition: 0
Loading Pump:
FlowRate: 0.000    FlowType: Step
%A: 100.0    %B: 0.0    %C: 0.0    %D: 0.0
Eluting Pump:
FlowRate: 0.500    FlowType: Step
%A: 95.0    %B: 5.0    %C: 0.0    %D: 0.0

Step: 3 Time: 3
StepComment: Empty
ValvePosition: 0
ValvePosition: 0
ValvePosition: 0
Loading Pump:
FlowRate: 0.000    FlowType: Step
%A: 100.0    %B: 0.0    %C: 0.0    %D: 0.0
Eluting Pump:
FlowRate: 0.500    FlowType: Step
%A: 95.0    %B: 5.0    %C: 0.0    %D: 0.0

Step: 4 Time: 627
StepComment: Empty
ValvePosition: 0
ValvePosition: 0
ValvePosition: 0
ValvePosition: 0
Loading Pump:
FlowRate: 0.000 FlowType: Step
%A: 100.0 %B: 0.0 %C: 0.0 %D: 0.0
Eluting Pump:
FlowRate: 0.200 FlowType: Ramp
%A: 60.0 %B: 40.0 %C: 0.0 %D: 0.0
Step: 5 Time: 30
StepComment: Empty
ValvePosition: 0
ValvePosition: 0
ValvePosition: 0
ValvePosition: 0
Loading Pump:
FlowRate: 0.000 FlowType: Step
%A: 100.0 %B: 0.0 %C: 0.0 %D: 0.0
Eluting Pump:
FlowRate: 0.200 FlowType: Ramp
%A: 0.0 %B: 100.0 %C: 0.0 %D: 0.0
Step: 6 Time: 177
StepComment: Empty
ValvePosition: 0
ValvePosition: 0
ValvePosition: 0
ValvePosition: 0
Loading Pump:
FlowRate: 0.000 FlowType: Step
%A: 100.0 %B: 0.0 %C: 0.0 %D: 0.0
Eluting Pump:
FlowRate: 0.300 FlowType: Ramp
%A: 0.0 %B: 100.0 %C: 0.0 %D: 0.0
Step: 7 Time: 3
StepComment: Empty
ValvePosition: 0
ValvePosition: 0
ValvePosition: 0
ValvePosition: 0
Loading Pump:
FlowRate: 0.000 FlowType: Step
%A: 100.0 %B: 0.0 %C: 0.0 %D: 0.0
Eluting Pump:
FlowRate: 0.300 FlowType: Step
%A: 0.0 %B: 100.0 %C: 0.0 %D: 0.0
Step: 8 Time: 200
StepComment: Empty
ValvePosition: 0
ValvePosition: 0
ValvePosition: 0
ValvePosition: 0
Loading Pump:
FlowRate: 0.000 FlowType: Step
%A: 100.0 %B: 0.0 %C: 0.0 %D: 0.0
Eluting Pump:
FlowRate: 0.100 FlowType: Step
%A: 95.0 %B: 5.0 %C: 0.0 %D: 0.0

Print Signature
User:
Name:
Access:
Comment:
TimeStamp: 09/10/2013 11:39:55